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  CONTEG Pro Server (CPS) takes the best features of environmental, security monitoring and 
access control systems and combines them into one centralized management software package.

MAIN ADVANTAGES
MS Windows based software (server and client application)
User-friendly application supporting most CONTEG products
Minimal server application hardware requirements specified on CONTEG website:  
https://www.conteg.com/products/conteg-pro-server-management-software

DATA CENTER INFRASTRUCTURE MANAGEMENT

CONTEG PRO SERVER SOFTWARE

DESCRIPTION
• Free integration of up to 4 intelligent RAMOS 

solutions (Plus, Optimax and Ultra)
• Centralizes RAMOS devices into one application
• Supports direct integration of third-party SNMP 

and Modbus TCP network devices
• Supports fingerprint access verification (with new 

RAMOS Ultra ACS)

• Access management—users, groups and  
history of access

• Monitoring management—sensors, detectors, 
access and video surveillance

• Customizable mapping feature
• Supports many types of third-party IP cameras 

and creates event initiation records
• Notification via many types of actions/alarms

• Customizable client access to server (multi-
tenant user/group access)

• Can be shown on multiple customizable screens
• Supports basic calculations via virtual sensors 

(summary & division)

Code License type for DCIM CONTEG Pro Server

RMS-DCIM-CPS Unlimited license for the first year

RMS-DCIM-CPS-VS-25/1 * Yearly license for 25 virtual sensors

RMS-DCIM-CPS-RAMOS/1 * Yearly license for 1 intelligent Ramos device (Plus, Optimax and Ultra series)

RMS-DCIM-CPS-IPC/1 * Yearly license for 1 IP camera (compatible with onvif, max. 25 cameras)

RMS-DCIM-CPS-TMPL-15/1 * Yearly license for 1 network device configurable through a template (max. 15 parameters per template)

RMS-DCIM-CPS-TMPL-25/1 * Yearly license for 1 network device configurable through a template (max. 25 parameters per template)

RMS-DCIM-CPS-TMPL-35/1 * Yearly license for 1 network device configurable through a template (max. 35 parameters per template)

* The licence can be ordered for 5 years—change the code ending from "/1" to "/5".
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